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Pin Tail
HodgePodge

Pin Tail
Product Specification
HodgePodge is an imaginative, diverse set of play points and 
elements that offer a variety of actions everywhere – even in the 
middle of the city: e.g., swinging, rocking, and rotating. What all 
HodgePodge equipment has in common is its enormous load 
capacity, technically advanced construction, and high design 
standards. 

The Pin Tail with its smart rocking mechanism, does the trick. It is 
also suitable for a rough ride. The ideal experience for older kids 
and young adults.
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Pin Tail
90.260.910

Product Family HodgePodge

Length × Width × Height (m)
Length × Width × Height ('-")

1,0 × 0,4 × 0,5
3-4 × 1-1 × 1-7

Protective Surfacing Area acc. to DIN EN 1176 (m)
Protective Surfacing Area acc. to ASTM/CSA (m)
Protective Surfacing Area acc. to ASTM/CSA ('-")

4,3 × 3,6
5,0 × 4,3
16-4 × 14-0

Fall Height acc. to EN 1176 (m)
Fall Height acc. to ASTM/CSA ('-")

0,48
1-7

Age 5

Minimum Space required acc. to DIN EN 1176 (m2)
Minimum Space required acc. to ASTM 1487 (ft2)

12,2
178,6

Number of Foundations 1

Concrete Volume C20/C25 (m3)
Concrete Volume C20/C25 (ft3)

0,5
17,7

Number of skilled Installers required 1

Installation Time without Foundation 1 hours

Dimensions of largest Part (m)
Dimensions of largest Part ('-")

1,2 × 1,0 × 0,4
4-0 × 3-4 × 1-4

Weight of heaviest Part (kg)
Weight of heaviest Part (lbs)

50,0
110,2

Shipping Volume (m3)
Shipping Volume (ft3)

1,0
35,3

Total Weight (kg)
Total Weight (lbs)

70,0
154,3

Spare Part Guarantee Lifelong
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The dimensions of the equipment and protective surfacing area have been rounded up to one decimal digit.

Technical Data
Technical changes are reserved.
The following text can also be used for tenders.

Base plate:
Base plate made of HDPE panels, 1.0 m x 0.32 m (3‘-4“ x 1‘-1“).

Covering:
Antiskid HDPE panels, thickness 19 mm (3/4“), bolted on the base plate.

Luffing mechanism:
Fully encapsulated rubber-metal-bearing integrated in stainless steel foundation 
tube.


