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Terrano.3417
Product Specification
The Terranos & Terranova low rope course elements offer children 
and young people plenty of space to climb, swing and dangle, 
but also to chat and relax. Thanks to individual planning, any area 
can be transformed into a net landscape. Whether it‘s an open, 
flat area, e.g. a school playground, or an uneven forest playground 
on a slope with trees. An infinite number of climbing elements, 

consisting of ropes attached close to the ground, allow climbing 
and balancing fun for children with different abilities.
Terrano.3417 combines various low-rope course elements for dif-
ferent types of movement. Here, you can balance, hang, and climb.  
Two handrails provide children with support and orientation.
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Terrano.3417
95.173.417

Product Family Terranos & Terranova

Length × Width × Height (m)
Length × Width × Height ('-")

14,0 × 2,7 × 2,6
45-9 × 8-9 × 8-4

Protective Surfacing Area acc. to DIN EN 1176 (m)
Protective Surfacing Area acc. to ASTM/CSA (m)
Protective Surfacing Area acc. to ASTM/CSA ('-")

17,0 × 5,7
17,6 × 6,4
57-9 × 20-9

Fall Height acc. to EN 1176 (m)
Fall Height acc. to ASTM/CSA ('-")

1,40
4-8

Age 5-12

Minimum Space required acc. to DIN EN 1176 (m2)
Minimum Space required acc. to ASTM 1487 (ft2)

60,9
801,5

Number of Foundations 4

Concrete Volume C20/C25 (m3)
Concrete Volume C20/C25 (ft3)

3,6
125,8

Number of skilled Installers required 2

Installation Time without Foundation 6 hours

Dimensions of largest Part (m)
Dimensions of largest Part ('-")

3,5 × 0,2 × 0,2
11-6 × 0-8 × 0-8

Weight of heaviest Part (kg)
Weight of heaviest Part (lbs)

80
176,4

Shipping Volume (m3)
Shipping Volume (ft3)

2,3
80,2

Total Weight (kg)
Total Weight (lbs)

650,0
1433,0

Spare Part Guarantee Lifelong

The dimensions of the equipment and protective surfacing area have been rounded up to one decimal digit.
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Technical Data
Technical changes are reserved.
The following text can also be used for tenders.

Balancing Ladder with Handrail:
Rope Ø 16 mm (5/8’’), durable round black polyamide rungs, Ø 40 mm (1 3/5”).
 
Vertical Net with Handrail:
Rope Ø 16 mm (5/8’’), vertical planar net. Rope crossing points localized by durable, 
drop forged aluminum ballknots (no plastic).
 
Slackline: 
Two parallel ropes, Ø 18 mm (11/16”). Aluminum rope clamps at regular intervals. 
Connected to steel post with Terranos®- clamps and Chrox connectors.
 
Posts:
Terranos®- steel pipes Ø 133 mm (5 1/4’’), wall thickness 7,1 mm (5/16’’) with a round 
cast aluminum post top. Anti-corrosion treatment and color finish: sandblasting and 
solvent-free epoxy-/ polyester-process.
 

Tubes:
Frameworx®- stainless steel tubes Ø 60,3 mm (2 3/8’’), smoothed and brushed.
 
Terranos®- Clamps: 
Two-part cast aluminum connecting clamps for the height-adjustable connection of 
rope elements or steel pipes to Terranos®- steel posts. Anti-corrosion treatment and 
color finish: sandblasting and solvent-free epoxy-/ polyester-process. 
Frox-connectors for ropes and Chrox-connectors for chains which are completely 
enclosed and free from any entrapment risks.
 
Ropes: 
U-Rope®-round strand ropes with galvanized and covered wires. External strands 
with non-abrasive UV-resistant polyester-yarn (no polypropylene), Ø 16 mm (5/8”). 
 


